
Dalle Fixe Extérieure
96 x 96 cm 

Un écran à votre mesure

     Système modulaire
     Maintenance simplifiée  
     Consommation faible
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Gérez le contenu de votre écran 
à distance grâce à notre logiciel
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Model FE-P6.67 FE-P10 FE-P10 FE-P13 FE-P16 FE-P20

Pixel Pitch 6.67 mm / 0.26 
inch

10 mm / 0.39 
inch

10 mm / 0.39 
inch

13.33 mm / 0.525 
inch

16 mm / 0.64 
inch

20mm / 0.8 inch

Pixel Configuration 3 Chips in 1 SMD LED (3528) oval lamps 1R1G1B, real (346)

Pixels Density 22,477 pixels/m2 10,000 pixels/m2 10,000 pixels/m2 5,628 pixels/m2 3,906 pixels/m2 2500 pixels/m2

Module Size 
(LxHxp)

320x320mm

Screen Size 
(LxHxp)

960x960x168mm

Screen surface 0,92m²

Luminosity >5,500 nits (cd/m2) >7,000 nits (cd/m2)

Scan Type 1/4 Scan 1/2 Scan 1/4 Scan Static

Vision Angle 140° 120°

Maintenance mode Front or Back

Screen mainte-
nance

Front or Back

Screen Weight 50 kg

Pixel resolution 144x144 96x96 96x96 72x72 60x60 48x48

Colors 1073.7 trillion

Contrast 2000:1 1500:1 2000:1

Grayscale 1024 levels by color

Refresh Rate 600-2400Hz 1800-3000Hz

Input Voltage AC110-240V 50 / 60 Hz

Power (max/avg) 183 W/m²

Certifications ETL CE TUV ROHS


