LEDCOM

DIGITAL SIGNAGE SOLUTIONS

© Qualité d’image haut de gamme
@ Installation sur tous supports
© Silencieux

Un écran a votre mesure
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Caractéristiques techniques

Model FI5-P3.9 FI5-P5.2 FI5-P5.9 FI5-P10.4
Pixel Pitch 3.9mm / 0.15 inch 5.2mm/ 0.20 inch 5.9mm / 0.283 inch 10.4mm/ 0.41 inch
Pixel Configuration 3 Chips in 1 SMD LED
Pixels Density 65,536 pixels/m2 36,864 pixels/m2 28,224 pixels/m2 9,216 pixels/m2
Module Size (LxHxp) 250x250mm
Screen Size (LxHxp) 500mmx500mmx75mm
Screen surface 0,25 m?
Luminosity 1200 nits (cd/m2)
Scan Type 1/16 Scan 1/8 Scan 1/7 Scan 1/4 Scan
Vision Angle 140°
Maintenance mode Front or back Front
Screen maintenance Front or back Front
Screen Weight 15kg
Pixel resolution 128x128 96x96 84x84 48x48
Colors 1073.7 Trillion
Contrast 2000:1
Grayscale 1024 level by color
Refresh Rate 1200-2400 Hz
Input Voltage AC110-240 50/60Hz
Power (max/avg) 300W/180W 300W/170W 300W/150W 360W/240W
Certifications CE, ETL, TUV, ROHS
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Gérez le contenu de votre écran

a distance grace a notre logiciel Leocom |




