
Dalle Fixe Intérieure 
Haute Luminosité

Un écran à votre mesure

     Installation tous supports
     Adapté à un usage ensoleillé
     Image haut de gamme
     

ledcom



深圳雷曼光电科技股份有限公司

Gérez le contenu de votre écran 
à distance grâce à notre logiciel

Schéma technique

Caractéristiques techniques
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Model FIH5-P3.9 FIH5-P4.8 FIH5-P6.9 FIH5-P10.4

Pixel Pitch 3.9mm / 0.15 inch 4.8mm / 0.19 inch 6.9mm / 0.27 inch 10.4mm / 0.41 inch

Pixel Configuration 3 Chips in 1 SMD LED

Pixel Density 65,536 pixels/m2 43,264 pixels/m2 20,736 pixels/m2 9,216 pixels/m2

Module size 
(LxHxp)

250x250mm 

Screen Size 
(LxHxp)

500mmx500mmx75mm

Screen surface 0,25 m²

Luminosity 5000 nits (cd/m2)

Scan type 1/16 Scan 1/13 Scan 1/6 Scan 1/2 Scan

Vision Angle 140°

Module mainte-
nance

Front or Back

Screen mainte-
nance

Front or Back

Screen weight 15kg 

Pixel resolution 128x128 104 x 104 72 x 72 48x48

Colors 1073.7 Trillion

Contrast 2000:1

Grayscale 1024 level by color

Refresh Rate 2400 Hz

Input Voltage AC110-240 50/60Hz

Certifications CE, ETL, TUV, ROHS


