Enseigne de magasin
Led Mural

@ Visible en plein soleil

© Gestion du contenu a distance

Boostez votre visibilité !
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Caractéristiques techniques
Screen Surface 2m?2 4m?2 - Wide 4m?2 6m?2 8m?2
Pitch 6 mm 6 mm 6 mm rlom 6mm [ 10mm | 6 mm | 10 mm
Screen Dimensions W 128 cm x W 384 cm x W 256 cm x W 288 cm x W 384 cm x
H 160 cm H 96 cm H 160 cm H192 cm H192 cm
Screen Resolutions w192 W576 w384 W256 | W432 w288 W576 w384
H240 H144 H240 H160 H288 H192 H288 H192
Viewing Distance 6m 6m 6m 10m 6m 10m 6m 10m
Useful life 100.000 h
Pixel Configuration 1R1G 1B
Brightness P6 : > 5.500 cd/m? P10 : > 7.000 cd/m?
Colors 16 Million
Cabinet Material Aluminium
Refresh Rate >1.500 Hz
Max Power Consumption 1 x 3500W (1x 1 x 3500W (1x 1 x 3500W (1x 2 x 3500W (2x 2 x 3500W (2x
16A 220V) 16A 220V) 16A 220V) 16A 220V) 16A 220V)
Working Temperature -20-55°C
Viewing Angle P6:140° H - 140°V
Included M Light sensor ¥ Player M Structure ¥ Fast Maintenace M Software
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Gérez le contenu de votre écran

a distance grace a notre logiciel LEDcom |



