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Schéma technique

A
A A A A
14} m
\ v
A A
[a} [a)
(&) (&)
| I | v ‘ ‘ v
Vue avant Vue avant
avec fondation Vue latérale version hors-sol
Model 2m?2 4m?2 6m?2 8m?2
A 128 cm 256 cm 288 cm 384 cm
B 160 cm 160 cm 192 cm 192 cm
C 250 cm 250 cm 250 cm 250 cm
D 410 cm 410 cm 442 cm 442 cm
Caractéristiques techniques
Screen surface 2m? 4m? 6m? 8m?2
Pitch 6 mm 6 mm ‘ 10 mm 6 mm ‘ 10 mm 6 mm 10 mm
Screen Dimensions W 128 cm x W 256 cm x W 288 cm x W 384 cm x
H 160 cm H 160 cm H192 cm H192 cm
Screen Resolutions w192 w384 w256 W432 w288 W576 w384
H240 H240 H160 H288 H192 H288 H192
Viewing Distance 6m 6m 10m 6m 10m 6m 10m
Useful life 100.000 h
Pixel Density P6 : 22.477 pixels/m2 P10 : 10.000 pixels/m?
Brightness P6 : > 5.500 cd/m2 P10 : > 7.000 cd/m?2
Colors 16 Million
Cabinet Material Aluminium
Refresh Rate 1.800 ~ 3.000 Hz
Max Power Consumption 1 x 3500W (1x 16A | 2 x 3500W (2x 16A | 2 x 3500W (2x 16A | 2 x 3500W (2x 16A
220V) 220V) 220V) 220V)
Working Temperature -20-55°C
Viewing Angle 140° H - 140° V
Included M Light sensor M Player 4 Software M Encrage M Totem 360° 4 Fast Maintenance
Options 0 3G Modem Q Double Faces O Aboveground Foundation
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